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1 Structure Diagram 

 Each pixel is one RGB 3-in-1 SMD LED 

2 LED Parameter 

NO. Item Wave Length nm  Place of Origin 

1 Red chip 622-627 Japan 

2 Green chip 520-525 Japan 

3 Blue chip 465-470 Japan 

3 Pixel Parameter 

NO. Item Parameter 

1 Pixel Pitch 33.34mm 

2 Pixel Configuration RGB 3-in-1 SMD LED 

4 Module Parameter 

NO. Item Parameter 

1 Product Code LF045-120-01 

2 Dimension mm  600(W)×1200(H)×66(D) mm 

3 Resolution 18(W)×36(H) 

4 Pixel Density dots/ m
2

 900 dots/ m
2
 

5 Viewing Angel 140° Horizontal, 140° Vertical 

6 Brightness cd/ m
2

 2700 cd/ m
2
 

7 Best Viewing Distance m  ≥10-100m 

8 Color Temperature 6500 9500K 

9 Working Voltage AC90~264V 47~63Hz 

10 Max Power Consumption ≤W  165 W 

11 Average Power 

Consumption ≤W  

100 W 

12 Module Weight 13.5kg 

13 Grey Scale 16 bit 

14 Colors 281 trillion 

15 Refresh Frame Speed ≥60(f/s) 

16 Control Method With computer monitor in phase 

17 Display Mode 1280*1024 or 1024*768 or 800*600 

18 Life-span ≥50000 hours 

19 Blind Dot Rate ≤0.0002 

20 Control Distance cable (CAT 5) ≤100 meters non-stop , Single mode 

optical fiber  500 M 

21 Operation Temperature -10 50  

22 Operation Humidity 10 90 RH 

23 Protection Rating IP65(Front) / IP54(Back) 

 


